BELLEMARE

RALUMINUM OXIDE

TECHNICAL SHEET

Particle shape:

Angular
Hardness: =
9 MOHS #80 #100 #120 #150 #180 #220 #240
Color:
Dark brown
Specific gravity:
3.95
Packaging:
S0 b 3080 Ib ANSI B74.12 — 2001 SPECIFICATION
TABLE 3
*SIEVE MAX OF
. MIN THROUGH CUMULATIVE MIN THROUGH
USAGES : THROUGH 1 oonrpor #gipye | OVERSIZE CONTROL SIEVE CONTROL SIEVE AND L
. grrr | WHICH ONCONTROL | sy peTAINED RETAINED )
L Can be repeatedly recirculated. no. | 100% *SIEVE THROUGH
] MUST OPENING *SIEVE
G Chemically stable: not affected pss | NO. | (neEs) % %% |ONSIEVEND. | % |  ONSIEVE NO. No.
by alkalis or acids. 16 8 14 | 0.0555 25 35 16 70 16818 25
~ . i 20 0 16 | 0.0469 25 35 18 70 18 & 20 30
Produced in accordance with 24 | 14 [ 18] 00394 25 35 20 0| 208725 40
ANSI B74.12, MIL A21380 B, 30 16 20 | 0.0331 30 45 30 60 30 & 35 45
36 8 25 | 0.0278 5 50 35 80 35 & 40 50
CID-AA-5931 6" CS§ 12 and ‘ 46 25 40 | 0.0165 30 30 45 55 45 & 50 70
General Electric Aircraft Engine 54 30 45 [ 0.0139 35 25 50 60 50 & 60 80
g 80 35 50 | 0.0117 35 35 60 60 40 & 70 100
Group D501F5-58 Class D. 70| 40 40 | 0.0098 25 35 70 65 70 & 80 120
80 45 70 | 0.0083 35 30 80 60 80 & 100 140
TYPICAL CHEMICAL ANALYSIS 90* 50 80 0.0070 25 35 100 60 100 & 120 170
100 60 100 | 0.0059 25 30 120 55| 120 & 140 230
I dient 120 70 120 | 0.0049 25 20 140 50| 140 & 170 270
ngredientname | % | CAS number 150 | 80 | 140 | 0.0041 25 30| 200 60| 200& 230 325
ALO, 96.69 1344-28-1 180 80 170 | 0.0035 20 30 | 200 & 230 | 60 | 200, 230 & 270 -
. 220 | 100 |200| 0.0029 15 30 | 230 & 270 | 50 | 230, 270 & 325
To, 2.52 13463-67-7 240 | 120 | 200] 0.0029 10 5 | 230 & 270 | 30 | 230, 270 & 325
Sio, 0.44 7631-86-9
Fe,O, 0.10 1309-37-1 Grade available upon specific request
Others 0.25 -

For more information, please contact:

BELLEMARE ABRASIVES & MINERALS

8750, boul industriel Trois-Rivieres (Québec) GYA 5E1
1 866 885-4366 order@groupebellemare.com



