
 
 

________________________________________________________________________________________________________________________ 
 

 
 
 

Locations: Millstone, NJ   ||  Chesapeake, VA   ||   Youngstown, OH   ||   609.301.7599   ||   www.sandblastinc.com 
 
 

 
 
 
 

 
 

Equipment Features 
• Maximum Working Pressure: 150 psig 

@ 250°F 
• Dimensions: 

o AmphiBlast Single Outlet: 58” 
L x 38” W x 56” H 

o AmphiBlast Double Outlet: 87” 
L x 38” W x 65” H 

• Vessels Size: 
o AmphiBlast Single Outlet: 4.5 

cu. ft. 
o AmphiBlast Double Outlet: 6.5 

cu. ft 
• Water Tank:  

o AmphiBlast Single Outlet: 80 
Gallon 

o AmphiBlast Double Outlet: 165 
Gallon 

• Weight: 
o AmphiBlast Single Outlet: 

850lbs 
o AmphiBlast Double Outlet: 

1,350lbs  
• Multiple outlet capability  
• Easily switch between all modes: wet 

blast, dry blast, etc.  
• Accurate water flow allows operator 

to dial into ideal mixture of grit and 
water  

• Can accommodate wide range and 
size of abrasive  

• Can blast at high and low pressures 
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